8mm Film to Digital Converter
Film Setup
1. Turn on the MovieMaker
2. Clean the light table. Push the film door tab left to flip open the door, using the included bruch to clean the light table gently.
3. Mount the Reels and Film. If your film reel has 8mm (small) mounting hole, mount the reel directly to the left shaft, otherwise use the provided red color reel adapter
a. If adapters are needed always place Red on the LEFT side, Grey on the RIGHT side.
b. Mount the included 5” reel to the right shaft.
c. [image: ]Route the film according the diagram on the face of the device. 
4. Slide open the flap door, putting the film sprocket holes at the top. Place the film underneath the 3 white tabs.
a. Place and hold film underneath Tab #1
b. Twist film slightly and clip film underneath Tab #2
c. [image: ]Twist film slightly and clip film underneath Tab #3 
5. Make sure the film is placed properly, then close the flap door.
Recording
1. [bookmark: _GoBack][image: ]Use Up or Down to highlight the Menu selection then press Enter.
2. Select the film type using the Film Selection Lever, then press Enter/Start button to start recording.
a. While recording is in progress, a red dot will blink at the upper left corner.
b. The file counter at the lower right corner will increase by one after each recording stop. This number represents the filename of the current recording film.
Rewind
1. Open the flap door and remove film, then close the flap door. Confirm the flap door is not in the way of the rewinding process to prevent film from being scratched.
2. Swap reels. Place an empty reel on the right side shaft and place film perforation holes on the outside (as shown). Use adapters if needed.
3. Follow the dotted line diagram on the MovieMaker, select Rewind in the Menu and press Enter (press enter again to stop).

Copy files
1. Select USB in the Menu.
2. [image: ]Go to File Explorer [image: ] The projector will show up as a USB Drive (the drive letter may change depending on what else is currently running on the computer.

3. [image: ]Click through the folders until you find the saved .mp4 files. 

a. Once the patron is finished with these files and has saved them to another device or account it is very important they delete these files from the projector, as there is no automated way of clearing this specific device.
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